The constant velocity universal joint (CV) allows smooth machine operation through a broad range of motion. These joints allow the machine to be designed with the input shaft in the best operating position and yet allow the operator to maneuver as needed. The CV delivers constant power by self-canceling torque and speed fluctuations typically found in single cardan-type universal joints.

PERFORMANCE BENEFITS

- Sizes available from 15 hp (12 kW) at 540 rpm, 232 hp (173 kW) at 1000 rpm, up to 280 hp (209 kW) at 1300 for 1000 hours of life at 10° total angle.
- Minimal vibration at high turn angles.
- Lightweight compact design for handling ease.
- Hardened ball and socket provides long life.
- Telescoping shafts to meet application requirements.
- Available with patented Auto-Lok for ease of attachment.
- Articulated guard system provides full coverage at maximum angle.
- Easy to grease with the guard system in position.
- Guard systems meet all international standards.
- Greater operating angles than traditional ball-style CV’s.
50° Constant Velocity Joint Power Ratings

<table>
<thead>
<tr>
<th>Series</th>
<th>Cross Kits</th>
<th>540 RPM</th>
<th>1000 RPM</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>A [in]</td>
<td>B [in]</td>
<td>[HP]</td>
</tr>
<tr>
<td>CAT 1-50°</td>
<td>.97</td>
<td>2.28</td>
<td>16</td>
</tr>
<tr>
<td>CAT 3-50°</td>
<td>1.13</td>
<td>2.62</td>
<td>31</td>
</tr>
<tr>
<td>CAT 4-50°</td>
<td>1.25</td>
<td>3.20</td>
<td>57</td>
</tr>
<tr>
<td>CAT 6-50°</td>
<td>1.53</td>
<td>4.30</td>
<td>117</td>
</tr>
</tbody>
</table>

This Weasler product is designed and developed for:

- Grain Augers
- Combine Headers
- Mower Conditioners
- Lawn & Turf

For more information see our website: www.weasler.com